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NOTES:

@ APPROVED REDUCE PRESSURE PRINCIPLE DEVICE BRONZE BODY ANGLE PATTERN. FEBCCO 825YA, WATTS UOGSAQT,
WILKING 875XLSE OR APPROVED EQUAL BY CROSS CONNECTION CONTROL SPECIALIST.

% STAINLESS STEEL FULL PORT BALL VALVES,
BRONZE UNIONS, RIGID COPPER OR BRASS RISERS WiTH BRASS FITTINGS. GALVANIZED MATERIALS ARE NOT EXCEPTED. |

@ INSTALLATION OF BACKFLCOW DEVICE MUST BE A MINIMUM OF 12 INCHES AND A MAXIMUM OF 18 INCHES BETWEEN THE
BOTTOM OF THE RELIEF VALVE AND THE SOiL GRADE OR CONCRETE PAD. iF LOCATED IN PLANTER BEHIND SIDEWALK
THE BACKFLOW MUST SET BETWEEN 12 AND 18 INCHES BEHIND THE SIDEWALK.

(5) 4" THICK CONCRETE SLAB. REINFORCED WITH W1.4 x W1.4 WELD WIRE MESH. CONCRETE SHALL BE C-560-3250 MIX.

@_ SUPPLY PIPE FROM METER TO BACKFLOW WITH RIGID COPPER OR BRASS.

(7) INSTALL THURST BLOCK PER STANDARD 402.

(B) INSTALL CAGE PER MANUFACTURER RECOMMENDATONS,
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